APC AIR DIST UNIT 2U RM 230/208V 50/60HZ

cena vc DPH: 33532 K¢
cena bez DPH: 27712 K¢
Kod zbozi (ID): 36601
PN: ACF002
Zaruka: 24 mésicl

Distribuce vzduchu pro oblasti s vysokou hustotou vykonu a nizkym tlakem.
Zahrnuje: Skrifové instala¢ni konzole, UzZivatelska priru¢ka Prvni produkt, ktery
rozvadi klimatizovany vzduch pfimo do skriné. Jednotka distribuce vzduchu ve
stojanu je ventilacni jednotka pro montaz do prostoru 2U, kterd spolupracuje s
existujicim klimatizacnim systémem a dodava chladny vzduch k zarizenim ve
stojanové skrini. Stojanova jednotka distribuce vzduchu je napojena na zvysenou
podlahu a nasava chladny vzduch pfimo do skriné. To zabranuje miseni chladného
klimatizovaného vzduchu s teplym vzduchem v mistnosti. Stojanové jednotka
distribuce vzduchu pomaha eliminovat teplotni rozdily mezi dolni a horni Casti
skriné. Dale brani recirkulaci teplého odvddéného vzduchu a jeho navratu. Je
doporucena pro stojanové skriné se zatézi nad 1,5 kW a dokaze zajistit dostatecny
prichod vzduchu pro zatéze do 3,0 kW. Je také idedIni pro prostredi se zvysenou
podlahou, kde neni k dispozici dostatecna distribuce chladného vzduchu pod
podlahou. Utilizes the existing precision A/C system to deliver increased airflow to
rack enclosures with dangerous hot spots or with low static pressure due to it's
location on the raised floor. Pulls the conditioned supply air directly from the raised
floor plenum into the enclosure; or from around the bottom of the enclosure, where
the air is the coolest. Provides additional airflow to maintain an optimal
environment for densely-packed equipment. Improves the quality of the air
reaching the equipment by providing 30% efficient filtration as per the ASHRAE
52.1-1992 standard. Provides an air pattern to deliver more equalized flow from the
top to bottomof the rack enclosure. Even the equipment in the top of the enclosure
receives lower inlet temperatures, which improves the life of the equipment.
Ensures maximum uptime and continuous availability by providing redundancy
through dual independently controlled blower fans and A-B power input feeds. The
unit's depth is adjustable to fit APC's NetShelter enclosure or other 19" EIA-310-D
enclosure with a removable bottom plate. The flexible design allows the unit to also
be used in non-raised floor environments by removing the bellows.




Distribuce vzduchu pro oblasti s vysokou hustotou vykonu a nizkym tlakem.
Zahrnuje: Skrinové instalacni konzole, Uzivatelska prirucka Prvni produkt, ktery
rozvadi klimatizovany vzduch prfimo do skriné. Jednotka distribuce vzduchu ve
stojanu je ventilacni jednotka pro montédz do prostoru 2U, ktera spolupracuje s
existujicim klimatizacnim systémem a dodava chladny vzduch k zarizenim ve
stojanové skrini. Stojanova jednotka distribuce vzduchu je napojena na zvysSenou
podlahu a nasava chladny vzduch primo do skfiné. To zabranuje miseni chladného
klimatizovaného vzduchu s teplym vzduchem v mistnosti. Stojanova jednotka
distribuce vzduchu pomaha eliminovat teplotni rozdily mezi dolni a horni ¢asti
skriné. Dale brani recirkulaci teplého odvadéného vzduchu a jeho navratu. Je
doporucena pro stojanové skriné se zatézi nad 1,5 kW a dokaze zajistit dostatecny
prichod vzduchu pro zdtéze do 3,0 kW. Je také idedlIni pro prostredi se zvysenou
podlahou, kde neni k dispozici dostatecna distribuce chladného vzduchu pod
podlahou. Utilizes the existing precision A/C system to deliver increased airflow to
rack enclosures with dangerous hot spots or with low static pressure due to it's
location on the raised floor. Pulls the conditioned supply air directly from the raised
floor plenum into the enclosure; or from around the bottom of the enclosure, where
the air is the coolest. Provides additional airflow to maintain an optimal
environment for densely-packed equipment. Improves the quality of the air
reaching the equipment by providing 30% efficient filtration as per the ASHRAE
52.1-1992 standard. Provides an air pattern to deliver more equalized flow from
the top to bottomof the rack enclosure. Even the equipment in the top of the
enclosure receives lower inlet temperatures, which improves the life of the
equipment. Ensures maximum uptime and continuous availability by providing
redundancy through dual independently controlled blower fans and A-B power
input feeds. The unit's depth is adjustable to fit APC's NetShelter enclosure or other
19" EIA-310-D enclosure with a removable bottom plate. The flexible design allows
the unit to also be used in non-raised floor environments by removing the bellows.
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