
MSI monitor PRO MP242, 24"/1920 x 1080
FHD/IPS/5ms/1000:1/250cd / m2 /HDMI/D-
Sub

cena vč DPH: 3512 Kč
cena bez DPH: 2902 Kč

Kód zboží (ID): 4585759

PN: PRO-MP242

Záruka: 24 měsíců

MSI monitor PRO MP242, 24"/1920 x 1080 FHD/IPS/5ms/1000:1/250cd / m2 /HDMI/D-
Sub sRGB % (C99.1IE 1976) Panel Size 23.8" Aspect ratio 16:9 Panel Resolution
1920 x 1080 (Full HD) Pixel Pitch (H x V) 0.2745(H) x 0.2745(V) Refresh Rate 60Hz
Response time 5ms Viewing angle 178°(H) / 178°(V) Brightness 250 cd/m2 Contrast
Ratio 1000:1 (TYP) Dimension 539.5x405.9x219.7 mm Weight 3,3kg Panel Type IPS
- Flat Active Display Area (mm) 527.04(H) x 296.46(V) Surface Treatment Anti-glare
Display Colors 16.7M Video ports 1x HDMI (1.4) 1x D-Sub (VGA) VESA Mounting
100x100 Power Type internal power Power Input 100~240V, 50~60Hz Adjustment
(Tilt) -5° ~ 23° Note HDMI: 1920 x 1080 (Up to 60Hz) D-Sub: 1920 x 1080 (Up to
60Hz) Kensington Lock Yes Color Bit 8 bits (6 bits + Hi-FRC)
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